
www.microplan-group.com

Th
e 

te
ch

ni
ca

l d
at

a 
re

po
rt

ed
 in

 th
is

 s
he

et
 a

re
 in

te
nd

ed
 a

s 
pu

re
ly

 in
fo

rm
at

iv
e,

 s
ub

je
ct

 to
 v

ar
ia

tio
ns

 a
nd

 n
ot

 v
al

id
 a

s 
a 

gu
ar

an
te

e 
on

 th
e 

m
at

er
ia

ls
 s

up
pl

ie
d.

MATERIALS DATASHEET 2024

TECHNICAL PROPERTIES OF
MICROPLAN® GROUP MATERIALS

Densità
Density
Densité
Dichte

3.6 
kg/dm3

Porosità
Porosity
Porosité
Porosität

0.0

Modulo di elasticità
Young Modulus
Coeff. d’élasticité 
Elastizitäts-Koeffizient

320  
Gpa

Coeff. dilatazione termica
Length expansion coeff.
Coeff. de dilatation linéaire
Thermischer Ausdehnungskoeffizient

7.4 x 10-6  

m/m° C

Durezza Vikers
Vickers hardness
Durété Vickers
Vickers-Härte

16 
GPa

ALLUMINA CERAMICA (Al2O3)
CERAMIC ALUMINA (Al2O3)
CERAMIQUE D’ALUMINE (Al2O3)
KERAMIK ALUMINA (Al2O3)

DATASHEET OF MATERIAL RELATING TO 
OUTLET PRODUCTS IDENTIFIED 
WITH THE “AA” SERIE CODE

VISIT OUR 
OUTLET


